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EX SPARK RESISTANT
TROLLEY HOIST,
PUSH & GEARED

= 0.5t through 20t Capacity
= Hand chain hoists, push & geared trolleys
=12GDcllBT105 °C

= Adheres to the Council Directive and
Standards in the EU for explosion proof
manual chain hoists.
94/9/EC : ATEX EN1127-1:2008,
EN13463-1: 2009, EN13463-5 : 2003

Note:

It is the user’s responsibility to properly identify which
spark resistant classification is required for their
application, not the hoist manufacturer or distributor.
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Push Type ! : I Geared Type

Above schematics are reference only, they are not accurate portrayals for all capacities.
Reference page 13 for complete hoist information.

SPECIFICATIONS - EX SPARK RESISTANT TROLLEY HOIST, PUSH & GEARED

Ca(p:;:)ity Product Code St?f'tl)_ift Bearzr\‘l;lidth Min. Be(afr:; Radius Combinezr‘l-;eadroom
0.5 EX-HP(HG)100-0.5 2.3-51 2.95 nz
1 EX-HP(HG)100-1 23-51 3.61 12.5
1.6 EX-HP(HG)100-1.6 27-6.1 3.93 14.5
2 EX-HP(HG)100-2 2.7 -6.1 3.93 15.8
3.1 EX-HP(HG)100-3.1 10 3.5-6.2 5.58 20.5
5 EX-HP(HG)100-5 3.54 -7.08 7.55 248
7.5 EX-HP(HG)100-7.5 4.92 -748 9.84 28.5
10 EX-HP(HG)100-10 4.92 - 748 9.84 3.4

DIMENSIONS (IN) - EX SPARK RESISTANT TROLLEY HOIST, PUSH TYPE

Capacity (t) P B C D E G H | J N
0.5 nz 3.9 3.9 7.5 3.9 14 3.4 0.5 2.7 1.0
1 12.5 3.9 3.8 8.7 4.5 1.6 3.9 0.6 31 11
1.6 14.5 4.6 4.6 10.1 5.3 1.8 4.6 0.7 3.8 13
2 15.8 4.6 4.6 10.1 5.3 2.0 4.6 0.8 3.8 14
31 20.5 4.6 4.8 n.3 5.9 23 53 1.0 4.5 17
5 24.8 5.5 5.8 12.8 6.6 2.7 6.0 13 4.9 2.0
75 28.5 6.9 6.9 17.0 8.6 8.6 8.3 1.8 6.2 2.5
10 31.4 6.9 6.9 17.0 8.6 8.6 8.3 1.8 6.2 25

DIMENSIONS (IN) - EX SPARK RESISTANT TROLLEY HOIST, GEARED TYPE

Capacity (t) P B C D E G H | J K N
0.5 nz 3.9 5.6 7.5 3.9 1.4 3.7 0.5 2.7 5.3 1.0

1 12.5 3.9 5.8 8.7 4.5 1.6 4.5 0.6 31 6.4 11

1.6 14.5 4.6 6.3 101 5.3 1.8 5.6 0.7 3.8 7.7 1.3

2 15.8 4.6 6.3 10.1 53 2.0 5.6 0.8 3.8 7.7 1.4

31 20.5 4.6 6.3 ns3 5.9 2.3 5.8 1.0 4.5 7.7 17

5 24.8 5.5 75 12.8 6.6 2.7 6.4 13 4.9 8.3 2.2

75 28.5 6.9 12.0 17.0 8.6 3.3 8.9 1.8 6.2 9.8 2.9

10 31.4 6.9 121 17.0 8.6 3.3 8.9 1.8 6.2 9.8 2.9

1) Dimension B and C are applicable when beam width is max.

2) Dimension H is applicable when beam thickness is max.

3) For Dimension M, please check the beam width on the specifications.
4) Dimension N is applicable when safety latch is opened.

5) Contact the factory for wide beam applications
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